
Enerquip Pre-Cooler S+T Type #13853  
[Item 192] 

Technical specifications 

Description 

The continuous remelt unit is delivered 

with either a Plate Heat Exchanger or a 

Shell & Tube Heat Exchanger.  

The unit is complete with circulation 

pump and instrumentation control valves.  

Transmitters and valves are pre-piped and 

pre-wired to a local mounted junction 

box. All units are delivered as a Plug-&-

Play concept.   

Application  

Heating or cooling of product with high 

viscosity. 

 

Materials  

 Internal tubes in Duplex 2205 

 External shell in AISI304L 

Options  

Complete with hot water/cold water control 

loop equipment. 

 

Integration 

Can be integrated into a variety of different 

type heating/cooling applications. 



CONTACTS 

GD Process Design , LLC 

N76 W30500 County Road V v 

Hartland, WI 53029    

Enerquip Pre-Cooler S+T Type #13853 
Technical specifications 

Enerquip Pre-Cooler S+T  

Model 

TECHNICAL DATA 

Media Side Product Side 

FLUID QUANTITY, TOTAL [LB/H] 100 GPM 20000.00 

TERMPERATURE [IN/OUT], °F  40.00/60.82 155.00/100.00 

PRESSURE DROP., ALLOW./CALC. [PSI] 3.10 50.71 

DESIGN/TEST PRESSURE [PSIG] 150 150 

DESIGN TEMPERATURE, °F 375 375 

NUMBER PASSES PER SHELL 1 2 

CONNECTIONS SIZE/RATING IN 4” NPS 150# ANSI 2” SANITARY FERRULE 

CONNECTIONS SIZE/RATING OUT 4” NPS 150# ANSI 2” SANITARY FERRULE 

INNER TUBES 

SURF/UNIT (EFF.) 585.37 SQ. FT.; TUBE NO. 150;  

OD 0.750; LENGTH 20 FT;  

DUPLEX 2205; TUBE PATTERN 30 

OUTER SHELL SS304L; ID (IN.) 13.624; OD (IN.) 14.000  

WEIGHT:  

SHELL / FILLED WITH WATER / BUNDLE 
2550.81 / 3881.72 / 925.45 

Ph:  262-361-4080 

Fax: 262-966-0312 

sales@gdprocessdesign.com 

www.gdprocessdesign.com 


