
3-year guarantee

Plungers with chrome coating and DLC treatment.

Interchangeable valve seats made of Stellite with

reversible sides. 

Stellite-made valves with semispherical profile. 

Safety valve protects against overpressures.

Frame and cladding made of stainless-steel AISI304.

Upper surfaces of the cladding are slanted and comply

with 3-A standards.

First spare parts set (full gasket set, valve groups

springs set, safety valve set) Set of tools for ordinary

maintenance Lubrication oil for pump body and

gearmotor Use and maintenance manual (2 copies)

COMPRESSION HEAD

STRUCTURE

GD PROCESS
DESIGN 

Our team at GD Process Design have worked closely with FBF Italia to
design and manufacture a sanitary triplex pump for the shortening and
margarine industry. Our Direct Drive Piston pumps are a drop in
replacement for many aging and discontinued pumping systems, as
well as a flexible solution for new processing lines. Each pump frame
has a range of different pistons and motor combinations that can be
changed at any time to meet the changing requirements of your
processing line. We carry a continuous stock of pumps in Wisconsin to
allow for the shortest possible delivery times. We also have a large
stock of spare parts available for prompt service.

FBF3008-3015XC |  FBF4015-4018XC

TRIPLEX PLUNGER PUMPS



Office: 262-361-4080
Fax: 262-966-0312

N76 W30500, County Rd Vv
Hartland, WI 53029

sales@gdprocessdesign.com

PUMP BODY - POWER TRANSMISSION

The pump body is made of mechanical cast-iron casting with oil-splash
lubrication. Crankshaft is special steel, supported by roller-bearing, and
controlled by a gearmotor. Gearmotor is an Italian brand, with a 4-pole AC
motor. 

NITROGEN INJECTION MANIFOLD

FUNCTIONAL FEATURES

Our Direct Port Nitrogen Header is an additional option for aerated
products. Injection of product direct into the cylinder during the suction
stroke ensures reliable and consistent aeration of product. 

(Optional)


